
Assembly:
Remove the existing base plate on your router. Center and secure the fluting jig base plate to
your router (using the machine screws that were used to secure the original base plate to your
router). Insert the (3) 1/4"-20 x 1/2" tapered head bolts into the (3) 1/4" i.d. x 1/2" o.d. bearings.
Place the (3) 1/4" washers on the back side of the bearings and thread the assembled bearing
components into the 1⁄4"-20 threaded holes in the guide wings, being careful not to over tighten
the bolts. Insert the (2) 1⁄4"-20 carriage bolts into the guide wings. Secure the (2) guide wings to
the fluting jig base plate using the (2) 1⁄4"-20 3-point knobs.

Performance:
(1) Layout and mark your desired fluting pattern on your board. If installed properly, the

centerline on the fluting jig base plate represents the center of your plunge bit cut. 
(2) Place the center line on one of your layout marks. Set the guide wings, making them fit 

snug against the edges of your board. Note: Do not make them so tight that the jig will not
slide down the board smoothly. 

(3) You are now ready to cut your flute. Repeat step (2) for additional flutes.

Note:
To accommodate various material widths, remove the guide wings and
reposition the 1/4"-20 carriage bolts into the second set of holes in the guide
wings. Rotate the guide wings 180˚ to cut arched flutes, making sure that the
guide wing with the single bearing always rides on the inside of the arch/curve
while the other guide wing with the two bearings rides on the outside of the
arch/curve.

Tip:
(1) For consistent flutes on arches/curves, we recommend cutting your arch/curve using an arch or circle jig with a spiral router

bit. This creates smooth consistent edges which the bearings of this jig will ride along to produce your flutes.
(2) You can also remove one of the guide wings to use this jig as an edge guide.
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Cut curved or arched stock Cut straight stock

By rotating the Guide Wings on each
end, you can cut straight stock from
1" to 12" wide or cut curved or
arched stock from 1" to 5-1/2" wide. 

Qty Description   

1 ....................................................... Base Plate
2 ................................................... Guide Wings
2 ..................................... 1⁄4"-20 3-Point Knobs
2 ...................................... 1⁄4"-20 Carriage Bolts
3 ....................................................1/4" Washers
3 ..............................1⁄4" I.D. x 1⁄2" O.D. Bearings
3........................1⁄4"-20 x 1⁄2" Tapered Head Bolt


