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Installation on Thru Slotted Iron Table

These steps apply to 17" and smaller Drill presses
with thru tables.

1. Begin by removing the fence, brackets and any
knobs from the table. Next remove the iron table
from your drill press.

2. Place the woodpecker Drill Press Table
face down on your bench. Then center the
iron table on the bottom of the Woodpecker Table.
This is easy to do by locking down the center hole
and aligning it with the hole in the Woodpecker Table.

3. Drill (4) 5/32" holes approximately 1/2" deep into
the bottom of table. Try and center the holes in the
slots. Be very carful not to drill all the way through.
Use the coarse thread screws and the large oval nuts
to secure the tables together. Do not completely
tighten the screws at this time.

4. Re-install the assembly into your drill press.

5. Once in place, loosen the column and table clamp
handles so you can turn and pivot the table into its
final position. Install a 3/8" drill bit in the drill chuck.
remove the wooden filler in the center of the table.
Advance the quill to engage the drill bit into the 3/8"
alignment hole. Lock the quill in this position. Rotate
the table so it looks square with the base of the drill
press. Finally, re-tighten all the clamp handles and the
(4) screws.

Installation on T-Slotted Tables

Most larger drill presses have T-Slotter tables. 
To install the woodpecker Drill press Table in this
situation, you need to drill (2) to (4) counterbored
holed through the Woodpecker Table that align with
the T-Slots.

Mark the locations with a pencil. First drill the
counterbore with a 3/4" diameter Forstner or Spade
bit. If mounting with a flat head or hex head screw,
3/8" deep is enough. Use a 3/8" drill to finish drilling
through. Use the 5/16-18 oval nuts for final mounting
with matching bolts of appropriate length.

Shown with Hold Down Clamps and Flip Stops.
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(4) 1" Long coarse
thread screws and
oval nuts.


